


Keox VS3-7 Side loader

Keox bin side loader will be installed between the waste compactor and the cabin. Width 900-2000mm 
with capacity of 3-7m3. Suitable contaners are 120-600l (600l from model VS5 upwards). Several units 

can be installed on the same chassis one after the other. One unit can also splitted in two different 
compartments.

For bio, metal, glass and paper waste
Side loader is quick to use and easy to control
Can be installed to Euro 6 gas-operated trucks without modifications
Unit emptying from side of the chassis
A reliable, fully mechanical lift with none of moving cables and hoses
Suitable bin size 60-600l according to standard EN 840-1 and EN840-2
Can bus PLC control with cabin display 
A weighing unit can be fitted 
Bin counter 
Not dependent on carrier model
RST structure
CE-approval



     TECHNICAL DEFINITIONS

Model VS3 VS5 VS7
Specification

Capacity aprox. m3 3 5 7

Weight kg. 1550 1700 1850

Waste bin
Maximum width 800 1200 1200

Hydraulic system
Pressure bar 180 180 180

Flow l/min 30 30 30
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Keox VS3
- Volume 3,1m3
- Weight 1530kg
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Heikki Elomaa    Petri Oksanen    Äijäläntie 189
CEO     Service manager    41370 Kuusa, Finland
+358 (0)50 4431 656   +358 (0)50 4134 461   Tel. 020 741 2370 

heikki.elomaa@keox.fi   petri.oksanen@keox.fi   www.keox.fi 


